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SOREWORD

This is the fifth quarterly progress report prepared under Contract
AF 33(657)-9186, "Mechaniam of Microbiological Contamination of Jet Fuels
and Development of Techniques for Detection of Microbiological Contamina-
tion," This contract was initiated by the AF Aero Propulsion laboratory,
Research and Technology Division, Air Force Systems Command, Wright-
Patterson Air Force Base, Ohio. Mr. Jack Fulte is the Project FEngineer.

This report concerns work dore from 1 June 1964 to 1 September 196l.
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NOTICES

When Government drawings, specifications, or other data are used for any pur-
pose oiher than in connection with a definitely related Government procurement
operation, the United States Goevernment thereby incurs no responsibility nor any
obligation whatsoever; and the fact that the Government may have formulated,
furnished, or in any way supplied the said drawings, specifications, or other data,
is not to be regarded by implication or otherwise as in any manner licensing the
holder or any other person or corporation, or conveying any rights or permission
to manufecture, use, or sell any patented invention that may in any way be related
thereto.

This document may not be regroduced or published in any form in whole or in
part without prior approval of the government. Since this is a progress report,
the information herein is tentative and subject to changes, corrections, and
modifications.




ABSTRACT

This study is concerned with the detection of microorganisms in fuel-
water environments and with the mechanisms by which these microorganisms
cause problems in fuel systems of aircraft, Fuel isolates removed nitrate
from growth medium containing iron and calcium, causing it to become more
corrosive tc aluminum alloys. Upon prolonged incubation (2C0 days) fuel
isolates produced substances corrosive to aluminum alloys. Microbial sludge,
which can cause corrosion, contained N, C, H, and O, Nitrate did not pre-
vent corrosion caused by nitrated phenols; and ritrate does not prevent
corrosion caused by media in which fuel isolates have grown for long periods
of time. Buulsion-forming organisms contained considerably more lipid
material than fuel isolates whizh were sedimentable in water. Some fuel
additives were observed to supoort the growth of fuel isolates while most
anti-icing and metal deactivators werc mildly toxic, Respiratory inhibition
and ability to kill fuel isolates was demonstrated for pentene, hexene,
heptene, octene, and nonene but not for decene or dodecene., The saturated
homologs of these componnds were either innocuous or supported growth,
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I.  INTRODUCTION

The major objective of this program is to determine how fuel contami~
nants such as water, surface-active substanses, extraneous solid materials,
and rust, singly or in combination, react to cause problems in jet fuel sys-
tems., The study is directed at the effect of these fuel system contaminantis
on microbial growth and metabolism, as well as the reciprocal effect of
microbial growth on the ability of contaminants to cause difficulties in jet
fuel systems.

Some of the mechanisms by which microorganisms cause corrosion in fuel-
water systems have been elucidated. Past efforts have been directed to an
investigation of the concept that microorganisms remove mineral inhibitors
from media in which they grow and thereby stimulate metal corrosion. The
operaton of this mechanism in fuel isolates with resrect to iron and calciun
corrosion stimulation, and nitrate and phosphate inhibition has been demon-
strateu,

In this period, greater emphasis has bheen given to the investigation of
possihle corrosive compounds produced by microorganisms which have grown in
mincral media on jet fuel for long periods of time. This research has
yielded evidence for corrosive compounds produced toth in media with initi-
ally high and low concentrations of nitrate. Ilicrobial sludges from low-
nitrate media caused corrosion, and water-soluble compounds from high-nitrate
media caused corrosion. The latter corrosion was not inhibited by nitrate.

Other research concerned with the investigation of the metabolic path-
ways operative in fuel oxidation by microbial contaminants was continued;
and research was accomplished on the biosynthesis of compounds from fuel
hydrocarbons. Two kinds of microbial products were analyzed chemically,
both of which appear capable of interfering with fuel system operation and
both of which derive from fuel oxidation., One nroduct is lipid in character
and contributes to microbial emulsion formation., The other product is simi-
lar to a wax and is insoluble bpoth in water and jet fuel., The ability »f
certain substances in sealants and topcoats to sustain the growth of organ-
isms found in fuel-water systems was invest® ‘ted, and the effect of short-
chain hydrocarbons and olefins on Tuel oxidation was measured. Attention
was given to exploring the effect of fuel additives on microbial growth in
fuel-water systems. The ability of such additives o preveni alumlnum cor-
rosion caused by biologically essential ions was studied.




II. SU{MMARY AND CONCLUSIONS

As a tentative conceptual structure in planning research on microbial
corntamination of fuel, four hypotheses were proposed by which microorganisms
could bring about aluminum corrosion. It appeared probable that each of the
corrosion mechanisms played some part in causing aluminum corrosion by micro-

organisms.

Past studies have been concerned with investigating the validity of the
first hypothesis; i.e., that microorganisms cause corrosion by altering the
relative concentration of biologically essential ions in a growth medium,

The results of this effort showed that the removal, by bacteria, of phosphate
and nitrate from a growth-supporting medium caused the medium to become more
corrosive to aluminum. It was concluded that the greater corrosivity resulted
frcm increasing the proportion of iron and calcium present. It was stressed
that media supporting the growth and multiplication of microorganisms were
intrinsically corrosive and that microorganisms can remove corrosion inhibi-
tors such as nitrates or phosphate and cause the medium to become actively
corrosive.

A second hypothesis was proposed and tested; i.e., that microorganisms
can produce corrosive materials from the oxidation and transformation of
hydrocarbon substrates. The actual production of such corrosive material
was suggested by the corrosion of aluminum caused by microbial growth in a
casein hydrolysate medium. This corrosion was not prevented by nitrate and
appeared not to be stimulated by mineral constituents such as iron or calciurm.

During the period of research reported on here, further work was per-
formed on the production of corrosive compounds by fuel isolates. It was
concluded that organisms did produce corrosive compounds when grown in min-
eral media for long periods of time. The time required for the production
of these compounds was sometimes as great as 200 days. Corrosive insoluble
sludge was produced by cultures initially low in nitrate; and soluble cor-
rosive compounds were produced in cultures initially high in nitrate. Cor-
rosion caused by the latter compounds was not nrevented by the addition of
nitrate.

Research was accomplished on a third hypothesis; i.e., that corrosion
of aluminum is caused by microorganisms establishing microcenters of galvanic
activity on metal surfaces. During this period it was shown that pitting
corrosion took place under coating holidays. These coating lesions were
produced by degenerative changes in microbial culture media. It was con-
cluded that local galvanic activity contributed to the local pitting obsrrved.

Attempts were made to determine the contribution of the mechanism
described in a fourth hypothesis to the corrosion phenomena observed. It
was theorized that microorganisms remove electrons from the metal surface,



but the demonstration of the direct oxidation and corrosion of aluminum by
microorganisms has been unsuccessful. However, when electron mediators were
added to microbial cultures they caused the deposition of .nicrobial material
or metabolic products on aluminum surfaces. The conclusion was drawn, there-
fore, that these agents brought about conditions which led to aluminum cor-

rosion.

Chemical analyses were made of insoluble sludge produced by micro-
organisms and the material was found to contain nitrogen. Experiments demon-
strated that nitrated hydrocarbons stimulated corrosion of aluminum and that
this stimulation was not prevented by inorganic nitrate. It was concluded
that nitrate did not prevent the corrosion caused by soluble material in
exhausted cultures which were at one time rich in nitrate.

The effect of common fuel additives on the growth and survival of fuel
isolates and on corrosion was studied. Some additives actively stimulated
microbial growth while others were mildly toxic at high concentrations.

Both microbial sludge and emulsions were analyzed chemically and found
to contain respectively C, H, N, and O, as well as fatty acids. The C, I,
N, and O could produce corrosion and the fatty acids could cause emulsion
formation,

Research on the metabolism of fuel isolates showed that the toxicity
of short-chain olefins ended with the ten carbon mono-unsaturated hydro-
carbons. A general parallel was established between the effect of short-
chain unsaturated hydrocarbons on viability and on respiratory inhibition,
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TI1I. FULURE WORK PLANMNED

“crk planned for the next quarter will deal with the chemical compo-
sitior of sludges and emulsions prcduced ty fuel organisms and with the
characteristics of the metabolic pathways involved in tneir productior.
kEnvironmental conditions which possibly alter these pathways will bte studied.
Whcle cells and cell-free extracts will be used in the investigation cf
hydrocarken oxidation.

The acids precduced by microbial fuel oxidatiorn will te studied. Attempts
will t= made to concentrate and purify these materials. If some degree of
purificatien is achieved, tests will be made of the effect cof these acids on
aluminum alloy corrosion, and cn their emulsifving properties.

The ability of microbial emulsions and micrebial sludge to concentrate
corrosive mirerals will be determined.

Further efforts will be made to chemically distinguish microbial coric-
sion products on the aluminum from those produced ty minerals.,

Work cn the effect of fuel additives on the retatolism of fuel crganisms
will be continued.




Iv. RESULTS AND DISCUSSION

The work for this phase has been concerned with the mechanism of

corrosion, hydrocarbon oxidation, sludge formation, sealant and topcoat
deterioration, and the role of additives in each of these processes. Each

of these tasks is described in detail below.

A. Mechanism of Aluminum Alloy Corrosion by Microorganisms

1. Alteration in Biologically Essential Ions

a. Nitrate Utilization: The utilization of nitrate for the growth
of microorganisms may involve its reduction to nitrite and ammonia, while
microorganisms in media containing nitrate also may effect the reduction of
this compound to gaseous nitrogen. It was of interest, therefore, to deter-
mine the residual concentration of nitrate and nitrite in microbial cultures
which contained initially 1.2 g KNOy per liter and vhich had contained
microbial growth for about 3 months, This interest stems from the fact that
alurminum coupons submerged in these cultures were extensively corroded only
after 97 days. The medium inhibits corrosion at the beginning of growth
because of the large concentration of nitrate present.

Nitrate and nitrite were determined respectively by the methods of
Skujins® and Pappenhagen and Mellon.? Using these methods, analysis
revealed that cultures which contained initially 1.2 x 10~2 moles of NO3
contained only 10~* moles after 89 days incubation. (See Table 1.) These
analyses revealed also that part of the nitrate acted upon bg the organisms
was reduced to nitrite. Thus, cultures containing 1.2 x 10=° moles KNO,
initially, and no added nitrite, had 2 x 10~ moles NO7 present per liter
after 89 days of growth.

Data on Table 1 shows that in a medium with 1.2 g KNO, per liter
initially, the nitrate concentration decreased by a factor of 126.5 in the
first 19 days whereas the nitrite concentration increased from O to 2.07 x
102 moles per liter. After this, the concentrations of both ions were
essentially unchanged. But corrosion was only apparent after 66 days of
exposure, while media with 0,02 g KNO, per liter initially produced aluminum
corrosion within 20 days. It would appear that between the 19th day of
incubation and the 66th day of incubation, certain processes had occurred
which made the medium corrosive.® This increase in corrosivity appeared to
be dissimilar to that observed in media with low nitrate concentrations. As
pointed out above, 0,02 g KNO, per liter media with the same concentration
of calcium and iron as media with a higher nitrate concentration caused
corrosion in only about 20 days. In media at high initial nitrate concen-
traticns a longer period of time was required for the appearance of corrosion,
even when the medium has been essentially depleted of nitrate by microbial
growth.
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TABLE 1

NITRATE REDUCTION BY FUEL ISOLATES IN MEDIUM
CONTAINING HIGH CONCENTRATIONS OF KNOg

Time (Day) Nitrate (Moles/Liter) Nitrite (Moles/Liter)
0 120.0 x 10=* o
19 0.9L9 x 10-* 20,7 x 10~*
L3 1.19 x 10-* 19.5 x 10~*
8¢ 0,791 x 10™* 20,7 x 10~*
Legend: Bushnell-Haas fuel medium containing 1.2 grams KNOy a8s the only

nitrogen source was inoculated with fuel-grown mixed culture

which had been washed 3 times in distilled wate
was placed on a rotary shaker at 30°C and nitra
by the method of Skujins® and nitratﬂ determina
method of Pappenhagen and Mellon® were made at
time intervals, Initial microscopic count of t
107. After 89 days the microscopic count was 1

r. The culture
te determination
tions by the

the indicated

he mixed inoculum
0°.




These data would suggest that the sbsence of the aluminum corrosion
inhibitor, nitrate, could have brought about or permitted the extensive
corrosion of aluminum alloys observed in these cultures. But nitrite is
a known corrosion inhibitor, and the accumulation of this compound in the
culture medium implies that a corrosive substance had been elaborated in
quantities that overcame the inhibitory effect of the nitrite ion.

2. Production of Corrosive Compounds

a. Water-Soluble Compounds: It was believed that the increased
corrosivity of the medium high in nitrate, described above, resulted from
the microbial production of a corrosive compound. (See Table 1.) To test
this assumption, modified Bushnell-Haas medium was prepared which contained
1.2 g KNOy per liter, and this medium was inoculated with a mixed culture of
microorganisms isolated from jet fuel systems. The cultures were placed on
a rotary shaker and incubated for 86 days. At the end of this period coupons
of aluminum alloys 2024 and 7075 wereimmersed in the medium and inspected
after L8 hours. Figure 1 shows that both alloys were corroded severely by
these media by the end of this brief incubation period, but coupons in sterile
media did not corrode. The corrosion occurring in these exhausted media was
attributed to the presence of ferric hydroxide and calcium ion and to the
absence of nitrate,

Other tests were run to better define the relationship of the advent
of corrosion and nitrate depletion in these cultures. Accordingly l.2 g
KNOy was added to those exhausted cultures which had previously contained
this concentration of nitrate. Aluminum coupons of alloys 2024 and 7075
were submerged in these media and inspected at the end of 48 hours. Figure 2
shows the corrosion which took place on the two alloys in media to which
nitrate was added for the second time., Nitrate did not inhibit the corrosion
stimulated by the medium in which microorganisms had grown for protracted
time periods. It is to be observed that the uninoculated medium was not
itself corrosive.

These results suggest that compounds are produced by fuel isolates
which cause corrosion independently of the corrosion which may be stimulated
by the presence of cations in the medium, such as iron and calcium. The
corrosive action of these compounds appears to take place in the presence
of inhibitors such as nitrate and phosphate.

b. Water~-Insoluble Compounds (Sludge): Long-term microbial corrosion
tests have been continued throughout the course of this investigation. One
such test was set up to examine the possible sequential changes in compounds
produced from fuels by microorganisms., As reported previously, this investi-
gation revealed that cultures which contain high nitrate concentrations pro-
duce fuel-soluble compounds and microbial sludges.® The production of this
sludge, which imparts a dramatically different appearance to the culture, has
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LEGEND. FLASKS OF NBH MEDIUM WiTH 1.2 g KNOd} WERE INOCULATED WITH A MIXED CULTURE OF

FUEL ISOLATES AND INCUBATED AT 30°C FOR 86 DAYS. ALLOYS 7075 AND 202¢ WERE THEN
ADDED AND THE FLASKS WERE INCUBATED FOR 48 HOURS. CONTROL BARS OF ALLOY

2024 AND 7075 WHICH WERE NCT IMMERSED IN CORROSIVE MEDIUM ARE PRESENTED ON THE
LEFT. 7075 ALLOYS ARE IN THE BOTTOM ROW AND 2024 ALLOYS IN THE TOP ROW.

Figure 1. Corrosivity of Medium Following Long Term Microbial Growth
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LEGEND. FLASKS OF NBH MEDIUM WITH 1.2 gm KNO3j WERE INOCULATED WITH A MIXED

CULTURE OF FUEL ISOLATES AND INCUBATED AT 30°C FOR 86 DAYS. ALLOYS
7075 AND 2024, AND A SECOND QUANTITY OF KNCj (1.2 GRAMS PER LITER) WERE

THEN ADDED AND THE FLASKS WERE INCUBATED FOR 48 HOURS. CONTROL
BARS OF EACH ALLOY WHICH WERE NOT IMMERSED IN CORROSIVE MEDIUM ARE
PRESENTED ON THE LEFT, 7075 ALLOYS ARE PRESENTED IN THE BOTTOM ROw
AND 2024 AL_OYS IN THE TOP ROW.

Figure 2, The Effect of Second Addition KNO, on the Corrosivity of Medium
Following Long Term Microbial Growth




required as much as 200 days of incubation in modified Bushnell-Haas media
maintained continuously with a JP-4 jet fuel overlay. Sterile media main-
tained under the same conditions do not produce sludge.

It was of interest to test the corrosivity of sludge formed in media
conteining 0,02, 0,06, 0.08 and 1.2 g KNOy per liter While the other con-
stituants of the BH medium were maintained as published.® Sludge was col-
lected from the bottoms of fifteen replica cultures at each of the concen-
trations of nitrate indicated sbove., The sludge from cultures of a given
nitrate concentration were combined in a centrifuge tube and washed three
times with 100 volumss in water at each washing, The sludge was violently
agitated for 15 minutes between washings to effect possible equilibration of
entrapped ions with the water phase.

Following the cleaning of the sludge, aluminum coupons of 202l and
7075 were submerged in each sludge sample and examined periodically. Figure 3
shows the pattern of corrosion observed in the surface of the twc alloys
tested. The sludge frorm the culture containing the least nitrate, 0.02 g per
liter, and yielding the least quantity of sludge was by far the most corro-
sive product. While Figure 3 does not well illustrate the point, the extent
of corrosion on cocupons immersed in the sludge suspension diminished with
sludgea obtained from cultures which had grown on progressively higher
nitrate concentrations. This pettern of corrosion may prove tc be the con-
verse of that observed with the supernatants of very old cultures., As
indicsted in Figure 1, the supernatant which yielded noncorrosive sludge
was itself corrosive,

It is believed that obtaining a microbial product which can cause
corrosion is of value to this study because it permits an analysis of the
reactions with aluminum surfaces of natursl organic products formed by
microorganismms, The enalysis of the sludge itself will give clues to the
metabolic processes involved in its synthesis, and the metabolic processes
cperative in fusl-oxidizing organisms in general.

c. Effect of Nitrate on Aluminum Corrosion Caused by Nitrated
%1g£gcarbonsx Previous studies demonstrated that the pseudomonads isolated
rom jet {fusl systems were especlally resistant to the bacteriostatic action
of 2, L-dinitrophenol (DNP), and, furthermore, this nitrated phenol was a
poverful stimulant of aluminum alloy corrosion,

The action of DNP as s corrosion stimulant became of interest again
in this period with the realization that microbisl sludges formed at nign
nitrate concentrations were nitroger-contsining compounds. Tests were set
up to find the extent to which nitrate ions might inhibit aluminum corrosion
caused by DNP. These tests show that corrosion took place on aluminum
coupons in DNP solutions both in the presence and absence of equal molar
concentrations of nitrate. This result is snalogous to that obtained in
cxhsusted media to which nitrate hed been added (Figure 2). There, also,
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Figure 3. Corrosivity of Bacterial Sludge Formed in Media Containing Different

Concentrations of KNOy
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nitrate appeared to be incapable of inhibiting the corrosion brought about
by a compound of microbial origin. This parallel action suggests that,
perhaps, a water~soluble microbial product such as that characterized by
absorption spectrum and pK may be an active corrosion stimulant.,® Micro-
organisms are capable of forming ring compounds containing nitrogen, and
ring systems with nitrogen substituants. In such configurations, as well
as in nitrate, the nitrogen may acquire corrosive properties.

3. Transfer of Electrons from Metal to Electron Acceptor

The possibility was investigated that microorganisms might produce
substances which act as mediators in electron transfer from metal to oxygen
or to some biological electron acceptor., In this system, metl.ylene blue
hydrochloride was used as a model electron transfer mediator. The function
of methylene blue hydrochloride would be grossly similar to that of nickle
in affecting aluminum oxidation and corrosicn.

Cultures of fuel isclates were prepared in NBH with a JP-l fuel
overlay. Culture media were made to 8, 4O, and 80 millimolar in methylene
blue hydrochloride. The media were inoculated with fuel isolate culture 101,
and coupons of aluminum alloys 202, and 7075 were submerged in the aqueous
phase of each culture. Controls contained these same concentrations of
methylene blue and aluminum coupons but they were not inoculated with micro-
organisns,

By means of Figures L and 5 & comparison may be maie of the effect of
methylene blue on aluninum coupons in the presence and absence of microbial
growth. The pictures were taken five days after inoculation. The cell
concentration changed from 5 x 10° cells per ml to 3.2 x 10° cells per ml
during this time, From Figure L it is apparert that the dye affects the
aluminun surface very little in the absence of microbiasl growth; when this
electron mediator snd microorganisms are included in the same culture the
orgenisms adhere to the surface of the sluminum. It was observed that
pitting corrosion had occurred beneath the adsorbed organisme or debris.

As stated, the duration of the experiment was 5 days; i.e., & time period

in which cells of culture 1(1 did not precipitate cn aluminum surfaces in

the absence of methylene blue a3 observed in the psst but not shown here.

It is believed that the effect of methyiene blue was predaminately cn the
metabolic activity of the microorgenisms rather than on surface of the
aluminum coupon. These results emphasize again the necessity of cerefully
evaluating the environment and medium in which microorgasnisms csuse corrosion,
a3 well as the taxonomic classificstion of the organdams present,

B, Effecta of Fuel Additives on Microorganisms and Corrosion

1. Effects on Growth e&nd Survival of Microbes

Samples of antioxidants and anti-icing = jents, currently spproved
for use in JP-l jet fuel, were received hy Melpsr, Tnc., from the Fuels and
Lubricants Breach of the Techrical Support Division of the Air Force Aero
Propulsion Lsboratcry at Wright-Patterson Air Force Base, Chio,

12




E0086

LEGEND THE NBM CUL TURE wE " W WAS MANE B 47 ANT #; ~d N MB Twf FoaASat ab Wi
INCCULATED miTae 70 TRE D ARG ALLOY "o mAS aDDED T FATw b 27
CONTROL FLASKS PREPADES Gy, TANFOUSLY CONTAINED NC MU 604 Rooay Twh

TESTOAND CONTRCL S @i GF NCUBATED S DAY AY WO(C TONTR
SEMTED ON THf R GuT "SATSON ThE LEFT FRON TGP PR BLCT YW Wb oy
CENTRATION S 8 47 AND 40~ RESPECTiVEL Y

A Comparison of the Effect of Methylene Blue Hydrochloride (MB) on
Aluminum Alloy 7075 in the Presence and Absence of Micrubial Growth
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LEGEND THE NBH CUL TURE MEDIUM WAS UNDER 8, 40, AND 80 mM IN MB. THE FLASKS WERE
INOCULATED WiTH CULTURE 101 AND ALLOY 2024 WAS ADDED TO EACH FLASK. CONTROL
FLASKS PREPARED SIMULTANECUSLY CONTA'NED NO MICROORGANISMS, TESTS AND
CONTROL S WERE INCUBATED 5 DAYS AT 30°C. CONTROLS WERE PRESENTED ON THE
RIGHT, TESTS ON THE LEFT. FROM TOP TO BOTT0M MB CONCENTRATION 15 B 40, AND
80 mm RESPECTIVELY.

Figure 5. A Comparison of th Effect of Methylene Blue Hydrochloride (MB) on
Aluminum Alloy 2024 in the Presence and Absence of Microbial Growth
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Besides affecting microbial metabolism, sntioxidants could alter the
course of aluminum corrosion caused by microorganisms, and, also, either
enhance, or diminish the rate of corrosion. Tests were made to determine
the ability of organisms isolated from fuel to survive or grow in the
presence of these campounds. Other long-term tests were set up to study
the effect of antioxidants on the corrosion caused by large concentrations
of microbes and on the aluminum corrosion caused by frequently encountered
fuel contaminants such as rust.

For testing effects on microbial growth, media were prepared consist-
ing of 100 ml of Bushnell-Haas medium with a 10 ml JP=-4 overlay. To this
fuel overlay from 0.05 ml to 10 ml of fuel additive was added. Viable cell
counts were made periodically up to 24 hours.

If antioxidants are generally present in fuels, then it is probable
that they affect the metabolism of fuel organisms and enter into corrosion
and fuel system deterioration caused by other fuel contaminants. The
response of fuel isolates to nine of the antioxidants was tested and found
to be essentially identical with two notable exceptions. (The exceptions
are discussed below.,) The compounds received are listed in Table 2 along
with the concentration used in the fuels, and the gross effect on microbial
survival,

Both antioxidants and corrosion inhibitors affected microbial growth
at low concentrations., In Bushnell-Hasas medium as little as 1 mg per ml of
additive influenced microbiel growth and survival. The antioxidants were in
general bactericidal; however, they killed organisms at a much slower rate
than the olefins tested earlier. Lubrizol Shl, a corrosion inhibitor, was
bactericidal and Lubrizol 802, an antioxidant, were the most bactericidal
compounds among the group tested. (See Table 3.) Tolad 2Lk did not kill
the fuel isolates studied, and the corrosion inhibitor Unicor M supported
microbial growth.

With Unicor M as the only source of carbon in Bushnell-Haas medium
the number of organisms present increased from 10® to 10° cells per ml in
2 hours. (See Table h.§ It is possible that this compound is a potential
source of nitrogen for organisms that oxidize fuel. However, organisms in
a fuel-water system containing this additive might very well use it simultan-
eously with the oxidation of jet fuel or, possibly, they may use it prefer-
entially and thereby deplete the system of an added corrosion inhibitor.



TABLE 2
MICROBIAL SURVIVAL IN THE PRESENCE OF FUEL ADDITIVES

Compound R i
*Unicor M 0.10 >8815,0
*Tolad 2l 0.10 <250,7
*MBX-200 0,10 288,7
Ethyl AN 33 0.05 <1.02
*Dupont RP2 0,05 <0,38
Lubrizol 802 0,01 <0,001
*Santolene C 0,10 <0,01
*Metal Deactivator 0.01 <0.01
¥Lubrizol 51 0.05 <0.01
Legend: R = ml additive

ml NBH

S = {Viable cell count after 2 hours/initial viable count)
b ¢ %00. All viable counts were made after 2L hours exposure at
30°C.

The iidicated concentrations of additive were added to Bushnell-
Haas medium. Each medium was inoculated with § mls of culture

101 grown on fuel. The cells had been washed 3 times in distilled
water. Visble counts were made in TGY agar at periodic intervals
for 24 hours. Incubation: 30°C,

*products qualified under military specification MIL~-1-25017 (QPL=-25017=7,
26 August 1963).
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TABLE 3

EFFECT OF ANTIOXIDANT LUBRIZOL 802 ON GROWTH OF CULTURE 101

ml of
additive £
per 100 0 hr Survival 2 hrs Survival 24 hrs Survival
ml NBH 0 hr 2 hrs 2L hrs
oml  1.40x0" 100% 6.2x10° L. 28% 1.62x107  115.71%
0,05 1.29x107 100% 1.65110S 1.27% no growth 0.00%
ml
6% S

0.1 3.1x10 23.8L% 2.8x10 2.15% no growth ¢.00%
ml
1,0 5.7x105* L.39% 3x10° 0.0023% no growth 0.00%
ml
5.0 0™ 0,00023% no growth  0.00% no growth  0.00%
ml
10,0 no growth  0,00% no growth  0,00% no growth 0,00%
ml

# inoculated with 1.3x107 cells,
Legend: See Table 2,
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2, Effects on Corrosion of Aluminum Alloys

The ability of fuel additives to prevent corrosior. caused by biologi-
cally essential ions was tested in solutions containing CaCl,, FeCl,, or
NaCl all at 8 x 10U moles at pH 7, Approximately 1,0 mg of additive per
nl of test solution was used, and tests were made of the corrosion of the
alloys 2024 and 7075, Iubrizol SL1 and TRI 182 inhibited corrosion as well
as 10~3 moles of nitrate ion did, If it is assumed that these compounds
have a molecular weight of about 300 then they are as effective as corrosion
inhibitors as nitrate, The other corrosion inhibitors tested were almost as
good as nitrate,

The effect of antioxidants on aluminum corrosion caused by iron, calcium,
and chloride compounds was also examined, These compounds did not inhibit
corrosion but the character of the corrosion produced in their presence was
decidedly different from that observed with the elements alone, The anti-
oxidants, which are themselves bactericidal, appear to concentrate at the
surface of these aluminum alloys, When this happens the alloy turns red and
the odor of the fuel additive is detectable on the surface,

Muture studies will be made of the effect of these additives on the
formation of emulsions and sludges by microorganisms and on their ability
to oxidize hydrocarbons and other substrates, Such additives are normal
consitituents of jet fuels and their contribution to the problem of microbial
fuel contamination should be assessed,

C. Chemical Characteristics of Microbial Products

During the course of this research two types of water-insoluble
contaminants formed by microorganisms have been observed; one contaminant
has the appearance of an emulsion and consists of fuel-oxidizing micro-
organisms having a specific gravity less than water, These organisms float
on water and in a culture medium composed of an aqueous phase with jet fuel
overlay, they are pushed into the fuel layer with agitations of the fuel-
water system, The other contaminant has been called microbial sludge and
it was produced in very old cultures when nitrate was the only source of
nitrogen, This sludge is heavier than water and accumulates on the bottom
of flasks containir : such cultures,

1, Chemical Analysis of Fioating Cells

Organisms growing in fuel-water systems may, or may not, form
emulsions, depending on the ilonic content of the growth medium, the phase
or age of the culture, and the species of the organisms considered, Cf
these variables the age of the culture asppears to be of greatest importance,
In the course of this study, organisms have been isclateg which cause emulsion
formation in 2l hours at populations of approximately 10° organi~s per ml,
while other organisme form microbial emulsions at these cell populations
after 48 hours or 72 hours of growth, The depsndencs of emulsion formation
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on growth conditions suggests that the production of cells that float in
water and cause emulsions is an enzymatically-controlled reaction, which may
cause the slow accumulation of some metabolic product of low specific gravity,

A product with low specific gravity appears to be held within the cell
wall or to diffuse from the cell very slowly, In this period, the lipid con-
tent of cells which form emulsions and also float were compared with those
having a specific gravity greater than water; i.,e,, those which are dispersed
through the growth medium,

The organisms which cause emulsion in a fuel-water system are referred
to as top cells; the other water-dispersed organisms are called bottom cells,
The analysis of these celis for lipid content was accomplished by taking
weighed samples and extracting with acetone in a micro-Soxphlet apparatus for
48 hours,

Portions of the extracts were analyzed by thin.layer chromatography.
A 1/2<m layer of silica gel G was applied to the plates, dried at 100°C for
1 hour, and stored at room temperature, The elution solvent was a mixture
of 70% n-propanol and 30% 1 & NH, OH, Approximately 500 pg of each extract
was aprlied to the plates and eluted, After spraying with 3,e'-dichloro-
fluorescein, the R values were obtained and compared with those of known
standards,

Portions of the bacterial extracts were esterified with 10% HCl in
methanol at 100°C for 3 hours, After cooling, excess dimethoxypropane was
added and the lipids were evaporated to dryness, The resulting fatty acid
methyl esters were analyzed in a Beckman GC-2 hydrogen-flame detector gas
chromatograph, Table 5 shows the gross lipid content of water-bottom cells,

The lipid content of top-layer and bottom-layer cells appeared to be
essentially the same with respect to the general type of lipid present, The
top layer cells, however, had about 6 times more 1lipid than the bottom-layer
cells, The phenomenon of flotation was associated with the production of
large quantities of lipids which were normal to these fuel isclates, The
emergence of top layer emulsion-forming cells seemed to result from the
utilization of metabolic pathways common to both types of organisms,

2, Sludge Formation by Oxidation of Hydrocarbons by Fuel Isolates and
the Chemical Composition of Sludge

Wher. fusl isclates oxidize JP-4 fuel on a medium containing, as
the only source of nitrogen, comparatively high concentrations of nitrate,
two compounds are produced which have not been observed so far with growth
at low nitrate concentrations, or growth on substrates other than jet fuel,
One of these compounds has been shown to be fuel-soluble at hydrogen ionic
concentrations that permit microbial growth, The other compound is fuel-
insoluble and is aiso insoluble in water at least from pH 3 to pH 11, These
materials wero studied for two reasons; first they are potential fuel con-
taminants, and second they should give same irnsight into the metabolic
funciion of fuel organisms,




TABLE S

A COMPARISON OF LIPID CONTENT OF TOP AND BOTTOM CELLS

Weight of Bacteria
Weight of Extract
% Lipid Extract

Type of Lipids

To er
60.5 mg
20.7 mg
3.0%

Equal amounts of
phoapholipids,
monoglycerides,
triglycerides

Bottom er
269.1 mg
1.6 mg
5.4%

Equal amounts of
phospholipids,
noncglycerides
triglycerides




In the analysis, accomplished during this period, an attempt was
made to acetylate the microbial sludge by refluxing with acetic anhydride,
This treatment resulted in the partial dissolution of the sludge in the
acetylating agent, The dissolution of this material may have resulted from
the masking of charged groups by acetylation,

The acetylated material, or that material treated with acetic
anhydride, was dried and dissolved in methanol with BF‘3 as a catalyst, The
mixture was refluxed to permit the formation of methyl-esters, Foliowing
this treatment the sludge residue in methanol-BF, was dissolved in benzene-
ethyl ether, To this organic solution, water was added and a large quantity
of brown material was extracted into the water phase with precipitate
formation, The organic phase was separated and washed; it was then analyzed
for long-chain methyl esters, The results of that analysis are shown in
Table 6, The large proportion of long-chain acids present was of interest,
The identity of the fuel components that act as substrates for the bio-
synthesis of Cp, acids appears to be of particular importance because of
the emulsifying properties of long-chain fatty acids, The appearance of
fatty acids in this transacetylated material leaves open the status of the
long-chain acids in the native bacterial sludge, If the long-chain acids
contained more than one functional group they could act as ligands and
concentrate mirieral constituents of the medium which cause corrosion, These
ligands with their bound metals would agglomerate at the bottom of fuel-water
systems and exercise a corrosive effect over a confined area,

A portion of the bacterial sludge was further analyzed, Tt was
dialyzed for 24 hours and subjected to C, H, and N analyses, (Table 7,)
Auother portion (0,104 g) was extracted vith 10% HCl-methanol for L8 hours,

The resulting material was separated into a soluble fraction and an insoluble
fraction by centrifugaticon, CHN analyses were performed on these fractions,
The weight of the methanol-inscluble fraction actually was greater than
indicated because much of it formed a residue on the centrifuge tubes, This
residue was not dialyzed out becauge the residual material in the dialyzed
slmple was much greater than that present in the extracted sample, The C,
H, N, and O values were adjusted to eliminate the effect of this residue,

The methanol-insoluble portion contained much more nitrogen than the methanol-
soluble portion, with the dialyzed portior having an intermediate value, This
was to be expected since the methanol-soluble portion contained, primarily

the lipid portion, The protein concentration was obtained by assuming thl€
normal proteins were responsible for the nitrogen concentration, The residual
C, H, and O values were obtained by subtracting the CHO contributions of the
protein from the total CHO concentrations, The oxygen value probably has a
large error, These results appear to indicate that the protein lipid, and
carvohydrate concentrations are approximately 50, 20, and 30% respectivvely.
The presence of nitrogen in this water-insoluble, fuel-insoluble sludge
suggests the presence of nitrated hydrocarbons, micrebially produced, which
contribute to the corrusivity of fuel-water bottoms,
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TABLE 6
FATTY ACID CONTENT OF MICROBIAL SLUDGE FRACTIONS

23

Retention Time Peak Height Probable Fatty Percent of Total
(minutes) (1inches) Acid Ester Material Analyzed
(Chain length: Unsaturstions)
13.34 0.L47 1.1 0.09
13,86 0.80 :0 0.16
1h.L2 0.25 0.05
17.84 16,68 16,0 3.u8
18,98 14,00 2.89
19.u4 20,00 17,0 L.12
21,38 2.95 18.1 0.61
21.80 1,02 18.0 0.2
23.24 676 19.0 1.39
26,02 0.U7 2l.1 0.09
26.36 1.73 21.0 0.36
28,50 119.20 22.0 86.L5
(5.2k x 80)
32.7h 0,38 0,08
Total height ——ZEZTEI—_-




TAELE 7

A CARBON, HYDROGEN, NITROGEN, AND OXYGEN ANALYSIS OF MICROBIAL SLUDGE

Methanol Soluble

Dry weight 0.0322 g
%C
£H
tN L.8
% Residue
Adj. C
H
N L.8
0
Protein X.0
Residual C
H
0

2k

Methanol Insoluble

0.0187 g
LS.7
7.8
1.3
L.l
48.0
8.2
11,9
1.9
Thel
9.4
3.4
15.8

Dialyzed
0,060 g

25,9
6.5
L7

39.4

L2.8

10.7
7.8

38.8

L8.8

17.4
7.5

28.0




D, Metabolic Activity and Viability of Fuel Tsolates in Media Containing
Purified Hydrocarbons

1, The Jrowth and Viability of Fuel Isolates in Media Containing
Purified Hydrocarbons

Many microorganisms which are capable of oxidizing fuel are capable
of oxidizing the five-carbon hydrocarbon pentane, The organisms isolated from
JP-4 fuel in this study, however, were unable to axiiize pentane, In an
effort to characterize these organisms and their metabolic products it was
necessary to determine their capacity to grow on hydrocarbons of different
chain length and structure,

Hydrocarbons affect these fuel isolates in one of three ways: (1)
viability is not altered and the organism does not grow, (2) the organisms
are killed, or (3) the hydrocarbon supports growth, Table 8 summarizes these
effects in terms of the particular alkanes and olefins studied,

Pentane, hexane, and heptane do not support growth and do not kill the
fuel isolates tested, These crganisms are not killed by l-pentene and are
killed only slowly by 2-pentene, However, i- or 2-hexene or heptene, l- or
2-octene or l-nonene kill these fuel isolates readily., But the effectiveness
of these short chain olefins end with nonene, and either l-decene or l-dcdecene
support growth to about the same extent as octane, nonane, decane, gnd dodecane,
Population densities change on these saturated hydrocarbons fror 10° cells per
ml to about 108 cells per ml in L8 hours,

The toxicity of short-chain olefins is not confined to organisms that
grow on fuel, Figure 6 shows that E, coli is killed more rapidly by l-heptene
than by jet fuel, E, coli is distingulshed from the pseudomcnads isolated from
fuel by its sensitivity to jet fuel, but both organisms are sensitive tc the
lethal properties of l-heptene,

2. The Respiration of Fuel Isolates on Five to Ten Carbon Alkanes
and Alkenes

The failure of fuel isolates to grow on short-chain slkanes and
olefins prampted a study of the effects of these short-chain hydrocarbors
on the metabolic pathways essential to the life of the organism,

As shown previously, cctane and nonane are readily oxidized by fuel
isolates and they also support microbial growth, but octene and nonene,
1ike hexene and heptene, are inhibitory to the oxidation of jet fuel and
glucose, The response to these olefins is in sharp cortrast to that of
compounds containing one additional carbon atom, l-decene, This unsaiurated
compound is capable of supporting growth and it is inhititory reither to jet
fuel oxidation nor to glucose oxidation, The same pattern cf response is
observed with l-dodecene which supports growth and does not cause resriratory
inhibition,




TABLE 8

THE GROWTH AND VIABILITY OF FUEL ISOLATES IN MEDIA CCNTAINING

PURIFIED HYDROCARBONS

Hydrocarbon Viable Response
Pentane No Growth
l-Pentene No Growth
2-Pentene Kills
Hexane No Growth
l-Hexene Kills
2-Hexene Xills
Heptane Ne Growth
l-Heptene Kills
2-Heptene Kills
Octane Growth
1.-Octene Kills
2-Octene Kills
Nonane Growth
l.Nonene Kills
Decane Growth
1.Decene Growth
Dodecane Growth
1.Dedecene Growth

Legend: The organism tested was the fuel isolate Culture 101, These cells
were grown on BH medium with a fuel overlay, They were harvested
by washing 3 times in water and the washed cells were used as inocula
in media overlayed with the purified hydrocarbons shown above,
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Table 9 sumarizes our experience with short-chain hydrocarbons and
their ability to undergo oxidation or affect respiratory inhibition, A
knowledge of the site of action of the unsaturated hydrocarbons, which
inhibit, shoulid be of considerable importance in understanding the physiological
mechanisms by which microorganisms oxidize fuel and contribute to the formatiou:
of microbial sludges and emulsions,

E, The Growth of Microorganisms in Media Containing Ssalants and

Topcoats
1, Microbial Deterioration of Coatings

The objective of this work was to determine whether coatings used
for coating panels would support the growth of fuel microorganisms and whether
corrosion would be caused by microbial removal of coating,

A number of top coatings and sealants are mentioned in this report,
Generic names, the type product, and the source of the coating may be found
in the Fourth Quarterly Report.s

a, Visual Inspection of Coated Panels: Final readings on various
coatings are recorded in Table 10,

The inspection of the coating panels was quite detailed, Each panel
was removed from the fuel-water medium, dried, and inspected for obvious
film failure, The panels were then scanned at 20X to determine small holidays
and flaws, Finally, an attempt was made physically to strip the coating
from the substrate and, thus, determine the degree of adherence, Where it
was possible to strip the coating cleanly, the underlying metal was examined
for corrosion associated with flaws in the coating,

The majority of "sterile" contrcls now contain microorganisms, These
were quite possibly introduced with the nonsterile coatings or during the
provious inspection, In most cases, the growth in the control is much less
than in the inoculated series, Sterile zontrols were maintained with Furan
200 and CS-3600,

b, Swelling: Swelling has nearly always been noted in Buna-N type
coatings as well as in other types of polymers, Careful microscopic examination
of swelled coatings indicates a very sharp line of demarcation, The coatings
appear to lose adherence under these circumstances, but little damage is noted
visually, The microscopic examination indicates that swelling may be sympto-
matic of more severe coating damage,

¢, Pitting under Holidays: It has been often stated that corrosion
will occur under holidays¥ in coatings, Observations in the field have sub-
stantiated the occurrence of pits under flaws in coatingsy tut, to ow

* Holiday -~ pinhole; skip; discontuity; void,
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TABLE 9

THE RESPIRATION OF FUEL ISOLATES IN THE PRESENCE OF SHORT-CHAIN

SATURATED AND UNSATURATED HYDROCARBONS

Effect on Effect on
Hydrocarbon Oxygen Uptake Fue: Oxidation Glucose Oxidation
Pentane No Slight Inhibition Slight Inhibition
1-Pentene No Inhibition Inhibition
2-Pentene No Inhibition Inhibition
Hexane Variable: Always Slight Inhibition Slight Inhibition

Small
1-Hexene No Inhibition Inhibition
2~Hexene Variable: Always Inhibition Inhibition
Small

Heptane Not Sustained No Inhibition No Inhibition
1-Heptene Not Sustained Inhibition Inhibition
2-Heptene No Variable, Inhibited Inhibition
Octane Yes No Inhibition No Inhibition
1-Octene No Inhibition Inhibition
Nonane Yes No Inhibition No Inhibition
1-Nonene No Inhibition Inhibition
Decane Yes No Inhibition No Inhibition
1-Decene Yes No Inhibition No Inhibition
Dodecane Yes No Inhibition No Inhibition
1l-Dodecene Yes No Inhibition No Inhibition

a9




TABLE 10

OBSERVATION OF COATED PANELS

Coating

Panel

Color Extraction

Time
of
Incubation
(days)

Comment

Polysulfide
890

Polysulfide
890

Buna 776

Buna 776

Polyurethanej
1560

Polyurethane
1560

Furan 200

Furan 200

Steel

Aluminum

Steel

Aluminum

Steel

Alumirum

Steel

Aluminum

None

None

In Fuel

In Fuel

None

In Fuel

None

None

135

135

135

135

168

168

135

135

Fading in water
phase; swelling

in water phase;
blistering in water
phase, slight edge
corrosion,

As above, except no
edge corrosion

Mottled in fuel and
Water phases; blister-
ing in water phase;
corrosive pits under
blisters,

Leaching in fuel
phase; dulled and
roughened in water
phase. Slight
blistering in water
phase and pitting,

No effect.

Slight fadi::ig in
water pharas

Blistering in water
phase varied from
very slight to heavy
with all inoculated
samples showing some
blistering. Adherence
poor,

Slight fading in
water phase, FExcellent
adherence,
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TABLE 10 (Continued)

OBSERVATION OF COATED PANELS

Coating

Panel

Color BExtraction

Time
of
Incubation

(days)

Comment

3C-3001

3C-3001

CS=-3600

CS=-3600

Zincilate
101

Zincilate
101

Polyurethane
2610

Polvurethane
2610

Stesl

Aluminum

Steel

Alumimm

Steal

Aluminum

Steel

Aluminum

In Fuel

In Fuel

In Fuel

In Fuel

None

None

None

None

130

130

130

130

130

130

130

130

Leaching in fuel,
fading and blister-
ing in water phass.

Leaching in fuel
phase; bleaching in
water nhase., Large
blisters with bubbles
in the vapor phase
and pinholes in the
liquid phase.

Leaching in fuel
phase; mottling in
water phase,

Leaching in fuel
phase; mottling
in water phase.

Topcoat blistered
and peeling in fuel
phase; peeling in
air on one sample;
edge fallure of
primer.

Peeling or topcoat
in water phase,

Very slight discolora-
tion in the water
phase,

Very slight discolora-
tion in the water
phase,
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TABLE 10 (Contimed)

OBSERVATION OF COATED PANELS

Time
of
Incubation
Coating Panel Color Extraction (days) Comment
833-5 Steel In Fuel 130 Bleaching and
increased blister-
ing in the water
phase; leaching in
fuel phase,
833-5 Aluminum In Fuel 130 As above but with
less blistering,
Polysulfide| None None 130 Faded in the water
1422 (filets) phase

* NOTE: Growth medium to heavy on all inoculated samnles, Controls were

contaminated except in the case of furan 200 and CS=-3600.

Trace

to very light growth was present in the controls on Buna 776 and

Polyurethane 2610,

See text,
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knowledge, this has rarely been documented in the laboratory, Figure 7
clearly demonstrates a holiday and the corrosion immediately under it, Thes»
photographs are of Buna-N and aluminum,

Heavy corrosion was observed under coatings that were severly
blistered, TIigure 8 is a rhotoracrograph of a blistered panel which demon-
strates the corroded areas under the blisters,

The formation of small bubbles in top coatings is very common and
considered undesirable, However, little attention has been paid tc¢ them if
the bubbles were small in size and few in number, Our observations indicate
that bubbling may be a more severe problem than generally recognized, In
many cases, the bubbles apparently break down and form pinholes in the liquid
phase, Little or no effect was noted in the vapor phase, Figure 7 also shows
one of the very small pinholes in a Buna-N coating,

2, Effect of Soil Burial on Coatings

As described in the Third Quarterly Report, one of the techniques
planned was to obtain adapted cultures from coatings subjected to soil burial
in the presence of JP-L, The work on coatings was terminated before isolations
of the microflora were made but the following observations were made and
thought to be of interest,

Excellent mold growth has been obtained on the soil-manure-water-JP.l
mixture, The fungi are mixed but lsrge numbers of an actinomyces grew along
with numbers of Alternaria and, probably, Trichcthecium,

Empirically, it appeared that the Buna-N type and furan-type coatings
may have lost plasticizer, since they are quite brittle, The polysulfide and
polyurethane do not seem to have been affected,

Fungal growth has been demonstre*ed on both the furan and the Buna-N
coatings, The ccatings were removed, washed to remove adhering soil, and
examined, Figure 9 illustrates fungal hypha on the furan and Figure 10
shows fungal mycelia on the Buna-N, It is not known whether *the hypha
penetrated the coating, However, the microscoplic appearance is very similar
to fungal growth on other molded coatings,

4. Inspection of Hagszard-Type Tests: Nylon net was coated with various
polymers under Investigation, using & modification of the procedure recommended
by Hazzard and reported in the Third Quarterly Report, The results of the
series has ccnfirmed the octher data repcricd hore, Fallure, ac demonstrated
by growth, was obtained with Buna-N, furan, and zincilate, The polyurethane
and pelysulfide coatings were not penetrated by microorganisms, Work was
discontinued on the Hazzard tests since it was difficult to obtain satisfactory
coating films,
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Figure 7. Photomaciograph of Coated Coupon with Coating Pealed Back to Show
the Holiday and Corresponding Pit in the Metal
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Flgure 8. Photomacrograph of Coated Coupon with Severe Blistering.
Blistered Coating has Been Stripped to Show Courrosiun

35




E0240

Figure 9. Photomicrograph of Fungal Hypha on Furan Type Coating ((Oblique View)
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Rgure 10, Fiotomicrograph of Fungal Hypha on Buna-N Type Coating
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3, Utilization by Microorganisms of Combined and Uncombined Nitrogen
Ccntained in Aircraft Coatings

It i3 well known that uncombined nitrogen extracted from aircraft
coatings by water will support adequately the nitrogen requirements of micro-
organisms, What is not known 1s wnether microorganisms are capable of
extracting from aircraft coatings that nitrogen which is combined with other
atoms to form an integral part of the coating pclymer, If microorganisms are
capable of extracting combined nitrogen to satisfy their nitrogen require-
ments, tue ccating will deteriorate with subsequent loss of functicn,

In order to determine the ability of microorganisms actively to ex-
tract nitrogen frar coatings, test microorganisms were grown in both extracted
and norextracted coatings, Growth was determined turbidimetrically and ex-
pressed as the percent transmittance at 525 mu,

The medium used in these experiments did not contain nitrogen, However,
previous reporis have demonstrzisd that sufficient nitrogen is present in the
form of trace ccntaminants to periit good growth of these undemanding microw
orpanisms, Thus, prior to use in these experiments, the medium was exhausted
of trace nitroren by culturing with microorganisms for seven days at 28¢C,
Cells w.~e removed from the medium by filtration through a 0,47 p membrane
filter,

To remove the uncombined nitrogen, Buna-N type coatings were extracted
three times by boiling in distilled water, The water extracts were combined
and used in the experimenus, It has been previously demonstrated that the
fourth water extraction from Buna-N will not support appreciable grcwth in
exhausted media and it is assumed that the bulk of water-extractable nitrogen
has been removed by the three extractions,

Several experiments were performed, Results from one of the typical
series are recorded in Table 11 and indicate that some microorganisms are
apparently able to remove nitrogen from washed coatings, The Bacillus subtilus
culture grew better with ex*racted Buna-N ccating than in the medium without
ccating, Oddly, the results «r the mixed culture indicate that the mixed
bacteria did not actively utilize nitrogen from the coating in this manner,

The data from the mixed culture are confusing, The low level of nutria
ents ha3 apparently caused filament and slime formation, and both turbidity
and direct counts are unreliablie,

In surmrary, a number of coated aluminum and steel coupons incubated
in the presence uf mircoral salts, JU-li, and bacteria have becn examined,
The data show polyurethane ccatings to be quite resistart to deterioration
in ithese tesis; most of the other types of coatings have some legree of
failure,




TABLE 11

COMBINED AND UNCOMBINED NITROGEN UTILIZATION BY MICROQORGANISMS

Test Organism i Subsgtrate Percent Transmittance®
I 11 . III
B, subtilus (1) exhausted medium conly 98.0 97.0 cont.ami~-
- nated
(2) exhausted medium plus
non-extracted Buna-N 92.0 90,0 85,0
(3) exhausted medium plus
water extract 72.0 80,0 61,0
(L) exhausted medium plus
extracted Buna=N 77.0 92,0 60,0
Culture X {1) exhausted medium only 88.5 $h.0 86.0
(Mixed bac- (2) exahusted medium plus
terial non-extracted Buna-N 95,0 9140 93,0
culture) {3) exhausted medium plus
water extract 89,0 87.0 88,5
(k) exhausted medium plus
extracted Buna-N 94,0 91.0 92.0

Legend: a.

Growth recorded as percent transmittance at 525 mu after seven
days incu~ation at 28°C,

Nitroren-free medium:

Magnesium sulfate

Calcium chloride

(C8C12)

Potassium phosphate, dihydrogen

(KHZPOh)

Potassium phosphate, monohydroren

(KzHPOh)

Dextrose

Distilled water

39

0.l
0,02
2.0
2.0

1.0
1000




Pit corrosion under blisters and pinholes in ccatines have been
demonstrated and documented, Ome series of coatinpgs have showm a correlation
between blister formation and the presence of bacteria, Other phases of the
test work on coatings have been reported and concluded,

The micrcbial utilization of bound nitrogen in coatings has been

further investirated with additional evidence, but not final proof, that
microorganisms remove nitrogen directly from the coatings,

V)
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